
Se utilizan para expulsar las partículas extrañas en los vástagos de cilindros hidráulicos y neumáticos, particularmente cuando éstos
están expuestos en el exterior, en lugares altamente contaminados y en medios abrasivos. Diseñados para clavar en su alo-
jamiento, están fabricados en caucho sintético acrilo-nitrilo y soportan temperaturas de 130ºC.

Se utilizam para expelir as partículas estranhas das hastes de cilindros hidráulicos e pneumáticos, particularmente quando estas
estão expostas ao ar livre, em lugares altamente contaminados e em meios abrasivos. Desenvolvidas para se fixar em seu aloja-
mento, são fabricadas em borracha sintética acrilo-nitrilo e suportam temperaturas de 130ºC.

This product is 0used to eject strange particles in the hydraulic and pneumatic cylinder of the rods when they are exposed in out-
doors, places highly polluted or abrasive environments. Designed to nail in their groove. They are made of NBR and support work-
ing temperatures up to 130 ºC.
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55 Para medidas inexistentes contáctese con nosotros.  
Para medidas inexistentes contate-nos. / For inexistent measures please contact us.
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RASCADOR DE GOMA CON CHAPA EXTERIOR
RASPADORES DE BORRACHA COM CHAPA EXTERIOR / NBR WIPER WITH METALCASE

W-RG


