
Estas guarniciones están diseñadas para dos funciones; como limpiador de vástago y como retén secundario apoyando la guar-
nición principal del vástago minimizando pérdidas de fluido, están fabricadas en elastómeros a base de poliuretanos soportando
temperaturas de hasta 80ºC También se fabrican en cauchos especiales.

Estas gaxetas são desenvolvidas para duas funções; para limpeza da haste e como vedação secundária, apoiando a gaxeta prin-
cipal minimizando perdas de fluídos. São fabricadas em elastômeros a base de poliuretanos suportando temperaturas de até
80ºC. Também podem ser fabricadas em borrachas especiais.

This product is designed to make the following functions : as rod cleaner and second seal resting the main seal of the rod mini-
mizing leaks of fluid. Made of elastomers of polyurethane base supporting working temperatures up to 80 ºC. Besides they are
made in special compounds.
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Para medidas inexistentes contáctese con nosotros.   
Para medidas inexistentes contate-nos. / For inexistent measures please contact us.

ES
P

A
Ñ

O
L

EN
G

LI
SH

P
O

R
TU

G
U

ES

GUARNICION RASCADOR DE POLIURETANO 
RASPADOR DE POLIURETANO / DOUBLE WIPPER SEAL OF POLYURETHANE
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